Communication output of fusion splicer

Simple instruction
Installation of software:
This software can run in Win98/2000/XP. Please run SETUP.EXE to install software and operate according to instruction. 

Software operation:

1. When the fusion splicer is closed, please use special connecting wire to connect serial port of computer with communication port of fusion splicer. (Serial interface)

2. Open the fusion splicer, enter into menu Maintenance and select RS232 to confirm, after “ COMMUNICATION PL WAIT “ is displayed, press ENT

3. Open the software and run the program. Click COM TEST like the picture: [image: image1.png]Record
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4. Click ReadAll like the picture: [image: image2.png]T Fort ] Connuni ation sssass? 7 sasoeds in the davice
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the computer began to read the splicing record of fusion splicer,and it will take about 2minutes.

Then click *** like the picure : [image: image3.jpg]< Record

M0 00001 : 2007-08-1 1527  LOSS:0. 0880
Mo 00002 : 2007-08-18 1526  LOSS:0.02d8
M0 00003 : 2007-08-18 1524  LOSS:0. 0845
M0 00004 : 2007-08-18 1524  LOSS:0.01d8
Mo 000DS | 2007-08-18 1523  LOSS:0.07dB
MO 000DE : 2007-08-18 1522  LOSS:0. 0548
MO 00007 : 2007-08-18 15:21  LOSS:0. 0848
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5. After reading the record, computer will save “recoard.txt” file automatically and this file is in the routine of you have selected when installation. 
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